
High strength and high quality ADC12 die casting aluminum body
Housing Color: Black/Bronze/Grey               
CRI: >80
Power Factor: PF>0.95              
Warranty: 5 Years

(Class Ⅱ) LED STREET LIGHT  

IP66 | IK08 | 140lm/W

Led Street Light use Highway, Parking lot, Walkways, Roadways, 
Campuses and other public areas.

CITADIA LED Class II

IP66 4

140
lm/W

 30W / 40W / 60W / 70W / 100W / 110W / 150W / 160W  



Photometry
 30W  / 40W  / 60W  / 70W                                                                                      100W / 110W / 150W  / 160W                                                                       

Led Brand:                                     
Driver Brand:
Beam Angle: Type II-S Type II-M Type III-M Type IV-M Type V 140

lm/W

(Class Ⅱ) LED STREET LIGHT  
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(Class Ⅱ) LED STREET LIGHT  

Driver Cool Heatsink

Power-off Protection

 Safety rope

Class Ⅱ Driver

High Quality 10KV/20KV SPD

Tooling Thickness 
Waterproof Rubber

*Using the street lamp contactor, the part of the lamp body of the back cover is automatically powered off (as shown in the figure), which is safe and reliable.
*Snap-on, tool-free lighting, easy maintenance

Led Brand:                                     
Driver Brand:
Beam Angle: Type II-S Type II-M Type III-M Type IV-M Type V

/



(Class Ⅱ) LED STREET LIGHT  

PHILIPS Class Ⅱ Driver Dali Features

(Multiple control interfaces: DALI, AmpDim, 1-step and 3-step LineSwitch)

LED+
LED-

NTC COMM
NTC SIG

EQUI
DALI
DALI

LineSwitch
Neutral

Line



AC-L
AC-N

Dali
Dali

AC-L
AC-N

DALI MASTER

DALI Link

PL-01-G3

300m

DALI Signal Driver

      Digital Addressable Lighting Inter-

face (DALI) is a digital communication 

protocol commonly used in lighting sys-

tems. 

      The voltage across DALI wires is 

typically 16V and it is polarity insensi-

tive. Using DALI, it is possible to send 

dimming commands (1-254 levels), set 

fade rates and fade times, query driver 

or LED status,etc.

(Class Ⅱ) LED STREET LIGHT  



Smooth body would greatly 
diminish dust accumulation 
and bird droppings heap up.

140
lm/WBuckle designSelf-clean

Multiple Installation

Buckle for fixing heat sink could be opened 
without tools.
which keeps the installation and maintenance 
secure and convenient.

Housing Material
High strength and high quality ADC12 die casting aluminum body.
Die casting aluminum housing with reliable powder coating for 
harsh outdoor environments.
Dustproof,waterproof.

Two installation no need to change any accessory

Dia: 64mm (2.52")
Suit for 50~62mm

Adopt LUMILEDS original led light source, provide types of optional beam angle,
control the light distribution rationally, ensure street 
surface with ideal brightness and uniformity.

30W / 40W / 60W / 70W / 100W / 110W  / 150W / 160W 

Smooth body would greatly 
diminish dust accumulation 
and bird droppings heap up.

Power-off Protection
Power would automatically be off once the fixture body opened.

Clear glass + Anti-UV PC Lens

(Class Ⅱ) LED STREET LIGHT  



140
lm/W

15°

15°

P1:Horizontal Mounting

*Gears bite the lamp head design,
two classic street lights installed and adjustable angle

Two installation no  need to change any accessory 

15°

15°

P2:Vertical Mounting

-Mul t ip le  Ins ta l la t ion-

(Class Ⅱ) LED STREET LIGHT  



140
lm/W

Accessories  Optional

Lens

Optional-PIR Sensor

Microwave Motion SensorPhotocell sensor

Short circuit cap

(Class Ⅱ) LED STREET LIGHT  



F E AT U R E S

vs
1.OUR LED: OTHER’S LED:

Common 3030:High decay,
Short lifespan
Bracket:PPA or PET
Chips:17*34mil small brand
Use 0.8mil gold thread or alloy wire

*Remarks:Lumileds 3030 high stability,high reliability,long lifespan and low failure rate



C O M PA RI SO N

vs
2.OUR LENS:
IK10 Anti-UV PC Lens,
>95% Light Transmission

OTHER'S LENS:
Normal PC,only 86% Light Transmission,
No Anti-UV protection,
Easy yellow and break.

vs3.OUR DRIVER:

Waterproof potting,
Low temperature,long lifespan,high reliability

OTHER'S DRIVER:
No certificated,low security,
Not conform to the requirements 
of the safety,high risk,high failure rate 

Philips Class Ⅱ Driver
INVENTRONICS Class ⅡDriver 



C O M PA RI SO N

1 Electron resist (Protect Copper Foil,.
Anti Oxygenation,Anti-corrosion)

2.Copper Foil 35um
3.Thermal silicon pad

4.Pure Aluminum AL1060

vs
4.OUR PCB BOARD:
Al 1060,
heat conductivity is 1.0W/m*K,
Covered with 1oZ 
thickness copper foid,Thickness 1.2mm.

OTHER'S PCB BOARD
AI 1050,
heat conductivity coefficient only 
0.5-0.8W/m*K ,
Thickness  0.5oZ ,Thickness 1.0mm.

*Remarks:Quality PCB Board can make the LED have less 5-10    temperature than the cheaper PCB Board,Long lisfespan.

OTHER'S ALUMINUM:
No mark recycle Aluminum,
Impurities,Poor heat conductivity,
Thin thickness,low reliability

5.OUR ALUMINUM:
ADC12 d ie -cas t i ng A lum inum,
Hea t conduc t i v i t y
coe f f i c i en t i s 96W/m*
Th ickness i s 2mm, IK08

vs



140
lm/W IP66 IK08

Fine workmanship and elegant appearance.
Easy to install.

(Class Ⅱ) LED STREET LIGHT  



App
lica

tion

  Parking lot, highway street lighting, bridge, 

main road and so on.


